PE‘RA ET LABORATORIES

Phone: (304) 233-9060
Fax: (304) 233-9063

P.O.Box 2019

P VWheeling, WV 26003-021%9

Shipping Address: 8 Industrial Park Drive

Wheeling, WV 26003

LABORATORY ANALYSES
American Energy Corporation 28-Dec-09
Century Mine
43521 Mayhugh Hill Road Twp. Hwy. 88
Beallsville, OH 43716
Atin: Mr. Fred Blumling
By:
TraDet, Inc.
Company: American Energy Corporation Sampled By: QES (WD)
Plant: Century Mine Date & Time Sampled: 12-16-09 1140
Source: D-0425 Pond 002 Date & Time Received: 12-17-08 0740
Analysis Number: 0912345
PARAMETER CONCENTRATION QUALIFIER DATE & TIME ANALYST METHOD PaL MDL
ANALYZED

pH, Field 8.68 S.U. 12-16-09 1140 QES (WD)
pH, Lab 8.12 S.u. H 12-18-09 1515 LW 4500HB (2]
Total Suspended Solids <10 mg/L 12-21-09 0900 T™wW 2540D [2] 10 10 mg/L
Iron 0.33 mg/L 12-22-09 1202 BS 31118 [1] 0.1 0.02 mg/L
Manganese 0.02 mg/L 12-22-09 1202 BS 3111B [1] 0.02 0.004 mg/L

MCL — Maximum Centaminant Level J— Analyte detected below quantitation (imits [1] - Standard Methods, 18= Edition

MOL - Minimum Detectron Limi B - Analyte detecte in associated Method Blank [2] - Standard Methods, 20= Eddtion

NA - Not Appficable E - Estimated Value above quantitation limits {3]-USEPA

ND - Not Detected at PQL or MDL H - Holding times for preparation or analysis exceeded 4] - ASTM

PQL - Practical Quantitation Limit S - Spike recovery exceeds laberatory control limits {5] - EPA SW845

AEC 14318



